44 HOPPECKE

EXTREME Low Maintenance Fiber Nickel Cadmium
Batteries

F N C EXTREME Low Maintenance Series

Utilizing HOPPECKE Advanced Fiber NICKEL CADMIUM Technology & Patented Catalyst
Technology (AquaGen) Designed for :

- UPS - Power Generation

- Switchgear - Telecommunications

- Emergency lighting - Renewable Energy







HOPPECKE

FNC Cell Types Available in the EXTREME Low Maintenance Series

length width height weight length width height weight
C5 Inch(mm) Inch(mm) Inch(mm) Max C5 Inch(mm) Inch(mm) Inch(mm) Max
Type Ah Ibs(kg) Ah Ibs(kg)
FNC103X 10 1.18(30) 4.80(122) 9.84(250) 3.1(1.38) FNC201M 20 1.18(30) 4.80(122) 12.2(309) 3.4(1.54)
FNC106X 19 1.85(47) 4.80(122) 9.84(250) 5.4(2.46) FNC202M 40 1.85(47) 4.80(122) 12.2(309) 5.7(2.58)
FNC110X 33 2.83(72) 4.80(122) 9.84(250) 8.3(3.74) FNC203M 60 1.85(47) 4.80(122) 12.2(309) 6.2(2.84)
FNC114X 45 3.62(92) 4.80(122) 9.84(250) 18.3(5.04) FNC204M 80 2.83(72) 4.80(122) 12.2(309) | 9.15(4.16)
FNC118X 58 4.53(115) 4.80(122) 9.84(250) 13.7(6.24) FNC205M 100 2.83(72) 4.80(122) 12.2(309) 9.8(4.46)
FNC203X 13 1.18(30) 4.80(122) 12.2(309) | 3.96(1.80) FNC206M 120 3.62(92) 4.80(122) 12.2(309) | 12.2(5.56)
FNC206X 25 1.85(47) 4.80(122) 12.2(309) | 6.95(3.16) FNC207M 140 3.62(92) 4.80(122) 12.2(309) | 13.0(5.90)
FNC210X 43 2.83(72) 4.80(122) 12.2(309) 10.6(4.83) FNC208M 160 4.53(115) 4.80(122) 12.2(309) | 15.6(7.11)
FNC214X 60 3.62(92) 4.80(122) 12.2(309) 13.9(6.31) FNC209M 180 4.53(115) 4.80(122) 12.2(309) | 16.3(7.41)
FNC218X 77 4.53(115) 4.80(122) 12.2(309) 17.2(7.84) FNC306M | 200 3.62(92) 7.64(194) 12.2(309) | 18.7(8.51)
FNC307M | 233 3.62(92) 7.64(194) 12.2(309) | 20.3(9.23)
FNC201H 12 1.18(30) 4.80(122) 12.2(309) 3.3(1.52) FNC308M | 266 4.53(115) 7.64(194) 12.2(309) | 22.0(10.0)
FNC202H 23 1.18(30) 4.80(122) 12.2(309) 3.9(1.77) FNC309M | 300 4.53(115) 7.64(194) 12.2(309) | 24.1(10.9)
FNC203H 35 1.85(47) 4.80(122) 12.2(309) 5.9(2.68) FNC404M 150 3.03(77) 6.18(157) 15.9(405) | 16.5(7.51)
FNC204H 46 1.85(47) 4.80(122) 12.2(309) 6.6(3.00) FNC405M 185 3.03(77) 6.18(157) 15.9(405) | 17.2(7.81)
FNC205H 58 2.83(72) 4.80(122) 12.2(309) 9.2(4.17) FNC406M | 225 4.29(109) 6.18(157) 15.9(405) | 23.1(10.5)
FNC206H 69 2.83(72) 4.80(122) 12.2(309) 9.6(4.36) FNC407M | 265 4.29(109) 6.18(157) 15.9(405) | 23.1(10.5)
FNC207H 80 2.83(72) 4.80(122) 12.2(309) 10.1(4.58) FNC408M | 300 4.29(109) 6.18(157) 15.9(405) | 26.4(12.0)
FNC208H 93 3.62(92) 4.80(122) 12.2(309) 10.1(5.58) FNC409M | 340 4.29(109) 6.18(157) 15.9(405) | 34.1(15.5)
FNC209H 104 | 3.62(92) 4.80(122) 12.2(309) 12.7(5.78) FNC410M | 375 6.18(157) 6.18(157) 15.9(405) | 35.2(16.0)
FNC210H 115 | 4.53(115) 4.80(122) 12.2(309) 15.2(6.91) FNC411M | 415 6.18(157) 6.18(157) 15.9(405) | 35.7(16.2)
FNC211H 125 | 4.53(115) 4.80(122) 12.2(309) 15.9(7.21) FNC412M | 450 6.18(157) 6.18(157) 15.9(405) | 37.0(16.8)
FNC307H 140 | 3.62(92) 7.64(194) 12.2(309) 18.9(8.58)
FNC308H 160 | 3.62(92) 7.64(194) 12.2(309) | 20.2(9.16)
FNC309H 180 | 3.62(92) 7.64(194) 12.2(309) | 20.3(9.24)
FNC310H 200 | 4.53(115) 7.64(194) 12.2(309) | 24.4(11.1)
FNC311H 220 | 4.53(115) 7.64(194) 12.2(309) | 25.5(11.6)
FNC201L 20 1.18(30) 4.80(122) 12.2(309) 3.5(1.60)
FNC202L 40 1.85(47) 4.80(122) 12.2(309) 5.7(2.59)
FNC203L 60 1.85(47) 4.80(122) 12.2(309) 6.1(2.76) ]
FNC204L 80 2.83(72) 4.80(122) 12.2(309) 8.9(4.05) 2]
FNC205L 100 | 2.83(72) 4.80(122) 12.2(309) 9.4(4.28) @
FNC206L 120 | 3.62(92) 4.80(122) 12.2(309) 11.5(5.24)
FNC207L 140 | 3.62(92) 4.80(122) 12.2(309) 12.3(5.61) 2] .
FNC208L 160 | 4.53(115) 4.80(122) 12.2(309) 15.0(6.83)
FNC209L 180 | 4.53(115) 4.80(122) 12.2(309) 15.2(6.92) = )
FNC306L 200 | 3.62(92) 7.64(194) 12.2(309) 18.6(8.47) =, E
FNC307L 233 | 3.62(92) 7.64(194) 12.2(309) | 20.2(9.17)
FNC308L 266 | 4.53(115) 7.64(194) 12.2(309) | 23.5(10.7) — M=
FNC309L 300 | 4.53(115) 7.64(194) 12.2(309) | 24.0(10.9)
FNC404L 150 3.03(77) 6.18(157) 15.9(405) 16.1(7.33) - =
FNC405L 185 3.03(77) 6.18(157) 15.9(405) 17.1(7.79)
FNC406L 225 4.29(109) 6.18(157) 15.9(405) | 22.7(10.3) H
FNC407L 265 4.29(109) 6.18(157) 15.9(405) | 24.0(10.9)
FNC408L 300 4.29(109) 6.18(157) 15.9(405) | 26.4(12.0)
FNC409L 340 4.29(109) 6.18(157) 15.9(405) | 28.8(13.1)
FNC410L 375 6.18(157) 6.18(157) 15.9(405) | 33.7(15.3)
FNC411L 415 6.18(157) 6.18(157) 15.9(405) | 34.8(15.8)
FNC412L 450 6.18(157) 6.18(157) 15.9(405) | 36.3(16.5)
FNC413L 490 6.18(157) 6.18(157) 15.9(405) | 37.6(17.1)
FNC414L 525 6.18(157) 6.18(157) 15.9(405) | 38.9(17.7) —L— W
FNC512L 660 | 7.93(201.5) | 8.2(208.5) 15.9(405) | 53.5(24.3)
FNC513L 715 | 7.93(201.5) | 8.2(208.5) 15.9(405) | 54.6(24.8)
FNC514L 770 | 7.93(201.5) | 8.2(208.5) 15.9(405) | 55.7(25.3)
FNC515L 825 | 7.93(201.5) | 8.2(208.5) 15.9(405) | 56.6(25.7)
FNC516L 880 | 7.93(201.5) | 8.2(208.5) 15.9(405) | 57.6(26.2)
FNC517L 935 9.37(238) 8.2(208.5) 15.9(405) | 65.6(29.8)
FNC518L 990 9.37(238) 8.2(208.5) 15.9(405) | 65.1(29.6)
FNC519L | 1045 9.37(238) 8.2(208.5) 15.9(405) | 66.2(30.1)
FNC520L 1100 9.37(238) 8.2(208.5) 15.9(405) | 67.3(30.6)




44 HOPPECKE

POWER FROM INNOVATION

HOPPECKE Batteries Inc
1960 Old Cuthbert Road, Suite 130

Cherry Hill, NJ 08034
phone: 856-616-0032 . fax: 856-616-0132




